UNIMUX-MULTI-USER HIGH DENSITY KVM SWITCH FIRMWARE RELEASE NOTES

Last Update 2011/01/31
This listing provides the version number of the NTI UNIMUX-MULTI-USER HIGH DENSITY KVM SWITCH firmware files, the date of the release, and a summary of the changes in that release.

1.11.1  2010/01/31
Feature Add: Added support for the Motorola Symbol LS3408 Bar Code Scanner 

Only the “HID Port Controller” was changed in this release.  

1.11     2010/10/08

        Feature Add: Added support for more Smart Podium monitors (tested with ID422W)

Only the “Main User Controller” and “Vendor Specific Port Controller” were changed in this release. 

1.10
   2010/08/31

        Feature Add: Added support for Smart Podium Monitor (tested with ID370)
Only the “Main User Controller” and “Vendor Specific Port Controller” have changed in this release.  The “HID Port Controller” was not updated.  
1.9     2010/05/14

        Feature Add: Added support for iKey combo keyboard and mouse. 

Only the “Main User Controller” was changed in this release. 

1.8      2010/01/13
Feature Add: Added support for Hope Industrial Monitor (ELO), a touch screen   monitor. 
Only the “Main User Controller” was changed in this release.

1.7      2009/11/24

Feature Add:  Added support for units with Ethernet port for Telnet Control of the switch via Port 2005 (variable).
1.6     2009/09/14

Feature Add:  Added extra keypress of <Ctrl> key to toggle Broadcast Mode and Scan Mode ON and OFF. (With this change, you press <Ctrl> + <B> to enable/disable Broadcast Mode, or <Ctrl> + <S> to enable/disable Scan Mode.) 

Feature Add: Added support for the Wireless Computing RF-250 wireless keyboard 

Appearance changes to OSD menus:
· Enabled character outlines 

· Changed the main highlight bar color to cyan 

· Added a "grayed out" look for disabled ports 

· Changed the main character color from blue to cyan 

Only the “Main User Controller” and “Vendor Specific Port Controller”) were changed in this release. 

1.5      2009/06/05
Feature Add: Added support for changes made to the voltage rail for the host 

processors (changed from +3.3V to +5V) which provides the potential to 

increase the processor operating speed in the future.

Bug Fix: Fixed Find Ports function in User Edit OSD Menu 

All three pieces of firmware (“Main User Controller”,“HID Port Controller” and “Vendor Specific Port Controller”) were changed in this release. 

1.4     2009/04/17

Bug Fix: OSD now shows correct port number in the corner of the display for 

        the connected while in scan mode. 
Only the “Main User Controller” has changed in this release.  The “HID Port Controller” and “Vendor Specific Port Controller” have not been changed since the last release. 

1.3     2009/04/08

        Bug Fix: Deleting a user did not delete that user’s access list- this has been  

        fixed
        Bug Fix: If switch fails to make a port connection due to sharing restriction, 
        when exiting the OSD menu, the OSD was displaying the number of the attempted 
        port in the corner.   It now shows the current port connection number.
Only the “Main User Controller” has changed in this release. The “HID Port Controller” and “Vendor Specific Port Controller” have not been changed since the last release.
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