PRIMUX MATRIX KVM SWITCH FIRMWARE RELEASE NOTES

Last Update 2014/12/15
This listing provides the version number of the PRIMUX MATRIX KVM Switch firmware files, the date of the release, and a summary of the changes in that release.

1.6   2014/12/15

      Feature Improvement: Improves the way backup/restore configuration features 
      behave.   

1.5   2014/11/05

Feature Add: Added auto-deletion of a User Station in the database when a User Station is removed from a port and replaced by another.  

Feature Add: Added support to Backup / Restore configuration from the serial port.

        New commands: BC 01 to backup configuration using xmodem.

                      RC 01 to restore configuration using xmodem.  

Feature Add: Added RS232 command "AC 01,01" which allows the PRIMUX to send a switch command to other NTI switches automatically over RS232.

Bug Fix: Fixed “Delete User Station” feature in menu

1.3   2012/08/13

Bug Fix: Change the way the user timeout works in shared mode. A user is not disconnected unless there is activity from another user after time expires.

1.2   2012/01/30
      Bug Fix: Corrected serial port baud rate when unit is powered ON.  Power-ON baud 

rate is now strictly based on user configuration. 
1.1   2011/10/11

      Feature add:  Added support for serial RS232 command control functions

Note: For this update to work, the PRIMUX User Station(s) use with this Matrix switch must also have firmware updates made to them.  They must be updated to version 2.2 (or later). 
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