UNIMUX-MULTI-USER HIGH DENSITY KVM SWITCH FIRMWARE RELEASE NOTES

Last Update 2009/06/5
This listing provides the version number of the NTI UNIMUX-MULTI-USER HIGH DENSITY KVM SWITCH firmware files, the date of the release, and a summary of the changes in that release.

1.5      2009/06/05
Feature Add: Added support for changes made to the voltage rail for the host 
processors (changed from +3.3V to +5V) which provides the potential to 
increase the processor operating speed in the future.

Bug Fix: Fixed Find Ports function in User Edit OSD Menu 

All three pieces of firmware (“Main User Controller”,“HID Port Controller” and “Vendor Specific Port Controller”) were changed in this release. 

1.4     2009/04/17

Bug Fix: OSD now shows correct port number in the corner of the display for 

        the connected while in scan mode. 
Only the “Main User Controller” has changed in this release.  The “HID Port Controller” and “Vendor Specific Port Controller” have not been changed since the last release. 

1.3     2009/04/08

        Bug Fix: Deleting a user did not delete that user’s access list- this has been  

        fixed
        Bug Fix: If switch fails to make a port connection due to sharing restriction, 
        when exiting the OSD menu, the OSD was displaying the number of the attempted 
        port in the corner.   It now shows the current port connection number.
Only the “Main User Controller” has changed in this release. The “HID Port Controller” and “Vendor Specific Port Controller” have not been changed since the last release.
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